
Prarancangan Pabrik Cumen dari Propilen dan Benzena dengan Proses Q- Max
dengan Menggunakan Katalis Zeolit Beta
Kapasitas 100.000 Ton/ Tahun

Norma Septiana
D500120022

DAFTAR PUSTAKA

Anonim, 2016, Alumunium Sulfat, www.alibaba.com , 20 Febuari 2017

Anonim, 2016, Asam Sulfat, www.alibaba.com , 20 Febuari 2017

Anonim, 2016, Activated Carbon, www.indonesian.alibaba.com, 20 Febuari 2017

Anonim, 2016, Zeolit Beta, www.alibaba.com, 20 Febuari 2017

Anonim, 2016, Dowtherm A, www.alibaba.com , 20 Febuari 2017

Anonim, 2016, Harga Alat, www.matche.com, 20 Febuari 2017

Anonim, 2016, Harga Solar, www.sugih.asia , 20 Febuari 2017

Anonim, 2016,Hydrazin, www.alibaba.com , 20 Febuari 2017

Anonim, 2016, Natrium Hidroksida, www.alibaba.com , 20 Febuari 2017

Anonim, 2016, Nilai Dolar , www.kursdollar.net , 20 Febuari 2017

Anonim, 2016, TarifListrik, www.alibaba.com , 20 Febuari 2017

Anonim, 2005, Safety Data Sheet Cumene, www.sigmaaldrich.com, 20 Febuari

2017

Anonim, 2005, Safety Data Sheet Benzaldehyde, www.sciencelab.com , 15

November 2016

Anonim, 2005, Safety Data Sheet Benzene, www.sciencelab.com , 20 Febuari

2017

Anonim, 2005, Safety Data Sheet Propylene, www.chandra-asri.com, 20 Febuari

2017

Aries, R.S. and Newton, R.D., 1955, Chemical Engineering Cost Estimation, Mc

Graw Hill International Book Company, New York.

Badan Pusat Statistik, 2015, Data Impor Cumene di Indonesia, www.bps.go.id, 02

Juni 2015

Brown, G.G, 1950, “Unit Operations”, John Wiley and Sons, Inc., New York.



Prarancangan Pabrik Cumen dari Propilen dan Benzena dengan Proses Q- Max
dengan Menggunakan Katalis Zeolit Beta
Kapasitas 100.000 Ton/ Tahun

Norma Septiana
D500120022

Brownell, L.E. and Young, E.H., 1959, Process Equipment Design, 1st edition,

John Wiley and Sons Inc., New York

Coulson, J.M. and Richardson, J.F., 1989, An Introduction to Chemical

Engineering, Allyn and Bacon Inc., Massachusets.

Holman, J.P., 1986, Perpindahan Kalor, edisi Keenam, Erlangga, Jakarta.

Kern, D.Q., 1983, Process Heat Transfer, Mc Graw Hill International Book

Company, Tokyo.

Kirk, R.E. and Othmer, D.F., 2004, Encyclopedia of Chemical Technology, 4th

edition, A Wiley Interscience Publisher Inc., New York

Kusmiyati, 2014, Kinetika Reaksi Kimia dan Reaktor, Graha Ilmu, Yogyakarta.

Mc. Ketta, J.J., and Cunningham W.A., 1977, Encyclopedia of Chemical

Processing and Design, Marcel Dekker, Inc., New York.

Mujiburohman, Muhammad., 2014, Diktat Kuliah Perancangan Alat Proses.

Perry, R.H. and Greeen, D.w., 1997, Perry’s Chemical Engineers Handbooks, 7th

edition, McGraw Hill Book Co., New York.

Peters, M.S., and Timmerhaus, K.D., 2003, Plant Design and Economic for

Chemical Engineering, 5th edition, Mc Graw Hill International Book

Company, New York.

Powell, S.T., 1954,”Water Condition for Industry”, Mc Graw Hill Book

Company, New York.

Rase, H.F. and Holmes, J.R., 1977, Chemical Reactor Design for Process Plant,

Vol 2 : Principles and Techniques, John wiley and Sons Inc., Kanada.

Smith, J.M. and Van Ness, H.C., 1996, “Introduction to Chemical Engineering

Thermodynamics”, 4th ed., McGraw-Hill Book Co., New York



Prarancangan Pabrik Cumen dari Propilen dan Benzena dengan Proses Q- Max
dengan Menggunakan Katalis Zeolit Beta
Kapasitas 100.000 Ton/ Tahun

Norma Septiana
D500120022

Turton, R., Bailie, R. C., Whiting, W. B., Shaelwitz, J. A. 2003. Analysis,

Synthesis and Design of Chemical Processes, 2nd ed.; Prentice Hall:

Upper Saddle River ,NJ.Treybal, R.E., 1981, Mass Transfer Operation, 3rd

ed. McGraw-Hill Book Company, Inc., Japan

Ullman, Fritz, 1985, Ullmann’s Ebcyclopedia of Industrial Chemistry, Vol 3, John

Wile and Sons Inc., New York.

Ullrich, G.D., 1984, A Guide to Chemical Engineering Process Design and

Economics, John Wiley and Sons Inc., Kanada.

Wallas, S.M., 1988, Chemical Process Equipment (Selection and Design), 3rd

edition, Butterworths, U.S.A.

Yaws, C.L., 1999, Chemical Properties Handbook, McGraw Hill Company, New

York


