DAFTAR PUSTAKA

Hananto Adam U. 2016. Pengaruh Variasi Media Cetakan Pasir,
Cetakan Logam dan Cetakan RCS (Resin Coated Sand)
Terhadap Produk Coran Alumunium. Skripsi. Universitas
Muhammadiyah Surakarta.

Karim, Ivan Junaidy Abdul. 2010. Pengaruh Kerapatan Polystyrene Foam
Terhadap Mampu Alir Dan Kualitas Coran Paduan Aluminium
Yang Dicor Dengan Metode Evaporative. Mekanika. 9(1): 243-
246

Kumar, S dkk. 2007. Effect of evaporative pattern casting process
parameters on the surface roughness of Al-7% Si alloy
castings. Journal of Materials Processing Technology. Vol. 182.s
pp. 615-623.

Kim dan Lee. 2005. Effect of Pro cess Parameters on Porosity in
Aluminum Lost Foam Process. Journal Materials Science
Technology. 21(5): 681- 685

Liu dkk. 2002. Numerical mod-eling and experimental verification of
mold filling and evolved gas pressure in lost foam casting.
Journal Materials Science. Vol. 37. pp. 2997-3003.

Liu Z dkk. 2002. Evaluation of the effect of vacuum on mold filling in
the magnesium EPC process. Journal Material Processing

Technology, Vol. 120. pp. 94-110.

106



Masyrukan. 2010. Analisis Sifat Fisis dan Mekanis Aluminium
Paduan Daur Ulang dengan Menggunakan Cetakan
Logam dan Cetakan Pasir. Skripsi. Universitas
Muhammadiyah Surakarta.

Shroyer, H. F. 1958. Cavityless casting mold and method of
making same. American Foundryman Society Transaction
US Patent. No. 2. 2830343.

Surdia, T dan Saito, S. 1992. Pengetahuan bahan Teknik. P.T.

Pradnya Paramitha, Jakarta.

Surdia, T, E. Chijiwa. K. 1996, Teknik Pengecoran Logam. Penerbit

Pradnya Paramita, Jakarta

107



