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ABSTRAK

Penelitian ini bertujuan untuk reverse engineering pola bodi pompa hydrant
menggunakan cetakan pasir semen dan material aluminium (Al). Bagaimana
pengaruh proses pengecoran pada sifat mekanis dari pola bodi pompa hydrant yang
dihasilkan, serta Sejauh mana proses permesinan yang dilakukan setelah
pengecoran mempengaruhi kualitas akhir dari pola bodi pompa hydrant yang
terbuat dari material aluminium. Hasil pengecoran menunjukkan cacat seperti gas
terperangkap dan permukaan kasar yang diperbaiki melalui proses permesinan,
termasuk penghalusan, pendempulan, dan pengecatan. Uji tarik (ASTM EB8)
menghasilkan beban maksimal 101,538 MPa, regangan 3,25%, sesuai standar 90
MPa dan regangan 3-5%. Uji impak (ASTM E23) menunjukkan nilai 0,3625 J/mm?
dengan standar 0,1179 J/mm2. Menandakan ketangguhan material yang baik. Uji
komposisi kimia (ASTM E415) menunjukkan kandungan aluminium 85,08% dan
silikon 9,545%, yang meningkatkan kekuatan material. Material aluminium
diklasifikasikan sebagai nomor 4030. Untuk hasil pengukuran disimpulkan bahwa
desain pola cetakan harus dibuat dengan ukuran yang lebih besar untuk
mengantisipasi permesinan, karena Presentase permesinan tinggi pada A Pola Bodi
Pompa hydrant 430,50 mm, sedangkan V produk 422,40 mm. Rata-rata presentase
permesinan pada hasil coran bodi hydrant adalah 1,50% dari desain pola bodi
hydrant.

Kata kunci : Optimasi, Pengecoran, Bodi Pompa Hydrant, permesinan,

Aluminium.
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ABSTRACT

This research aims to reverse engineer the body pattern of a hydrant pump
using sand-cement molds and aluminum (Al) material. It investigates the effect of
the casting process on the mechanical properties of the resulting hydrant pump body
pattern, as well as the extent to which the machining process performed after
casting influences the final quality of the hydrant pump body pattern made from
aluminum material. The casting results showed defects such as trapped gas and
rough surfaces, which were improved through machining processes, including
smoothing, filling, and painting. Tensile testing (ASTM E8) yielded a maximum load
of 101.538 MPa and a strain of 3.25%, in accordance with the standards of 90 MPa
and a strain of 3-5%. Impact testing (ASTM E23) indicated a value of 0.3625
J/Imm2, compared to the standard of 0.1179 J/mm?, signifying good material
toughness. Chemical composition testing (ASTM E415) revealed an aluminum
content of 85.08% and silicon content of 9.545%, which enhances the material's
strength. The aluminum material is classified as number 4030. Based on the
measurement results, it is concluded that the mold pattern design should be made
larger to anticipate machining, as the machining percentage is high for the hydrant
pump body pattern measuring 430.50 mm, while the product volume is 422.40 mm.
The average machining percentage for the cast hydrant body is 1.50% of the
hydrant body pattern design.

Keywords: Optimization, Casting, Hydrant Pump Body, Machining, Aluminu
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P = Panjang [mm]
L = Lebar [mm]
t = Tinggi [mm]
m = Massa [kg]
d = Diameter [mm]
AL = Perubahan panjang [mm]
Lo = Panjang awal [mm]
Lt = Panjang akhir [mm]
P = Beban [mm]
= Luas penampang [mm?]
T =3,14
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AE = Energi total [°]
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