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RANCANG BANGUN POWER LOGGER UNTUK MENGETAHUI
KARAKTERISTIK GELEMBUNG
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ABSTRAK

Penelitian ini bertujuan untuk menganalisis karakteristik gelembung udara yang
terbentuk akibat variasi hambatan pada pompa dalam sistem aerator Venturi.
Hambatan diatur menggunakan potensiometer, sedangkan parameter arus dan
tegangan dicatat menggunakan power logger berbasis sensor INA219 yang
sebelumnya telah dikalibrasi terhadap multimeter. Eksperimen dilakukan dengan
variasi hambatan dari 2,5 kQ hingga 10,0 kQ untuk mengamati perubahan ukuran
dan jarak antar gelembung yang terbentuk dalam akuarium berisi 12 liter air bersih.
Citra gelembung dianalisis menggunakan perangkat lunak ImageJ untuk
mendapatkan data kuantitatif. Hasil penelitian menunjukkan bahwa variasi
hambatan pada pompa berdampak signifikan terhadap ukuran dan persebaran
gelembung. Hambatan yang lebih kecil menghasilkan gelembung lebih kecil dan
padat, sedangkan hambatan lebih besar menghasilkan gelembung berukuran lebih
besar dengan jarak yang lebih renggang. Rata-rata akurasi pengukuran power
logger terhadap multimeter mencapai lebih dari 98%, menunjukkan reliabilitas
sistem pengukuran. Temuan ini diharapkan dapat berkontribusi dalam optimalisasi
sistem aerasi, khususnya dalam budidaya perikanan dan rekayasa sistem reaktor

berbasis pertukaran gas cair.

Kata kunci: gelembung udara, aerator venturi, potensiometer, power logger,
kalibrasi, ImageJ
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DESIGN AND DEVELOPMENT OF A POWER LOGGER FOR STUDYING
BUBBLE CHARACTERISTICS
Syahrindra Zainal Akmal H, Muttagin Rahmat Pangaribawa, S.T., M.Eng

Mechanical Engineering Muhammadiyah University of Surakarta
Jalan Ahmad Yani Tromol Pos 1, Pabelan, Kartasura
E-mail: d200180170@student.ums.ac.id

ABSTRACT

This study aims to analyze the characteristics of air bubbles formed due to
variations in pump resistance within a Venturi aerator system. The resistance is
controlled using a potentiometer, while electrical parameters such as current and
voltage are recorded using a power logger based on the INA219 sensor, which was
previously calibrated against a multimeter. Experiments were conducted using
resistance variations from 2,5 kQ to 10,0 kQ to observe changes in the size and
spacing of bubbles formed in a 12-liter clean water aquarium. Bubble images were
analyzed using ImageJ software to obtain quantitative data. The results show that
varying the pump resistance significantly affects bubble size and distribution.
Lower resistance tends to produce smaller and denser bubbles, while higher
resistance results in larger bubbles with wider spacing. The average measurement
accuracy of the power logger exceeded 98%, indicating reliable data acquisition.
These findings are expected to contribute to the optimization of aeration systems,

particularly in aquaculture and gas-liquid exchange reactor engineering.

Keywords: air bubbles, Venturi aerator, potentiometer, power logger, calibration,
ImageJ
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